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Cross Technology Call Trace Correlation
While cross-technology call trace analysis capability is indispen-
sable to maintaining quality of service in convergent networks, 
NexusINSIGHT allows instant correlation of message flows over 
multiple links, even across different types of interfaces and 
technologies (e.g. VoIP to ISUP call flows). 

From a centralized location, NexusINSIGHT offers sophisticated 
and comprehensive network element monitoring and analyzing 
capabilities on the respective links – with no need for scheduling.  
It continuously monitors and depicts full call trace and protocol 
details, providing a very cost-effective means of securing the 
highest quality of service for your most important subscribers.

Alternatively, NexusINSIGHT can be used as a portable solution, 
benefiting and tailored to:

	�� Integration test labs 
	� Professional service teams
	� Engineering, planning, operation and maintenance teams 

of operators

Auto-Configuration Wizard
The NexusINSIGHT initial setup wizard detects and configures 
all installed cards and interfaces automatically, including signaling 
channels on Abis and Iub interface cards. 

Transparent Mobile Subscriber Behavior
NexusINSIGHT enables any mobile subscriber activity to be 
traced through a Radio Access network. In response to a 
problem report, NexusINSIGHT immediately provides current 
and historic network protocol data that corresponds to the  
time the problem occurred.

With just one mouse click, NexusINSIGHT generates ladder 
diagrams, providing excellent multi-technology call trace analysis 
and call flow visualization functionality.

VoIP to ISUP Call Flow Analysis
Watch calls progress through your network and spot the cause  
of a problem in an instant. Where simultaneous testing is  
required in GSM, GPRS, UMTS, SS7 and converged networks, 
NexusINSIGHT can accommodate all analysis needs – 
including error color-coding!

Maintain QoS  
in Convergent Networks
NexusINSIGHT is a central protocol analyzer with distributed passive probes that are continuously monitoring network 
access for testing of all fixed interfaces of mobile radio networks (GSM, GPRS, UMTS (HSDPA), CDMA), access networks 
(V5, ISDN) and SS#7 networks.

Instant Message Flow Correlation, Analysis & Depiction
It is no longer necessary to schedule and activate test and 
monitoring scenarios in hope of a problem recurring!  
NexusINSIGHT can be deployed permanently as a multi-user 
centralized system, continuously providing network-wide  
comprehensive protocol analysis functions 24 x 7. When the  
need suddenly arises to investigate specific 3G subscriber 
activities, NexusINSIGHT is ready, offering real-time as well as 
historic traffic and protocol data, including Iub/Gb deciphering.  
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NexusINSIGHT Supported Protocols

	� GSM/CDMA Decodes Package
	� Lucent RSL/O&M/PCU
	� Nokia RSL/O&M/PCU
	� Ericsson RSL/O&M/PCU
	� Siemens RSL/O&M/PCU
	� Alcatel-Lucent RSL/O&M/PCU
	� Motorola RSL/O&M/PCU
	� Huawei
	� Nortel Networks Decodes Package
	� CS Core Network Decodes (SS7, IN) + SIGTRAN
	� GPRS Decodes Package
	� Access Network Decodes Package (V5, ISDN)
	� HSL Decodes Package
	� SIGTRAN
	� GSM-R Decodes Package
	� Dynamic EDGE Package
	� CDMA Base Package
	� CDMA2000 Package
	� WiMAX Package
	� Payload Decodes
	� Gb-Deciphering
	� NGN-IP/VoIP
	� IMA Application Package
	� UMTS Decodes Package (Iub Deciphering)

NOTE: �See protocol datasheet and technical specifications  
for further details.

NexusINSIGHT PLATFORMS

NexusINSIGHT Mainframe
Central Analyzer (or stand-alone) unit, with on- and off-line 
analysis, that includes the following:

	� 5 slots for interface cards
	� 15˝ LCD monitor
	� PCM and Ethernet alarm monitor
	� Auto configuration and scanner (providing a dynamic display 

of the usage of every PCM timeslot)

NexusINSIGHT Probe
A slim line probe connected to the Central Analyzer through  
a LAN network:

	� 2 slots for interface cards

NexusINSIGHT PC Card Probe
A slim line probe using one laptop to monitor 1 bi-directional E1/
T1 line:

	� 1 PC Card (PCMCIA) including connectors
	� Ethernet with PC LAN Connector

NexusINSIGHT INTERFACE CARDS

STM-1/OC-3 Interface (4 ports)
	� Optical with 1310 nm or 1550 nm

E1/T1 Interface (4 bi-directional links – 8 Rx) 
	� Select 75/120 ohm with cables and connection adaptors

Electrical E1/T1 ATM/IMA Interface
	� E1/T1 trunks carrying ATM/IMA traffic

Fast Ethernet Interface (2 links/4 ports)
	� RJ45 and 120 ohm systems

Gigabit Ethernet Interface (2 ports – 2Rx)
	� Electrical or Optical systems


